Specifications

**HDMI Video:**
- Channel: 1 HDMI Video Port
- Video Format: H.264
- Protocol: HDCP, HDMI 1.4a
- Resolutions: Up to 4K x 2K x 30
- Audio: Digital Dolby True HD
- Audio Format: MPEG3
- Connector: HDMI Male Plug

**Environment**
- Operating: -20°C to +60°C
- Storage: -40°C to + 95°C
- Humidity: 98% Non-Condensing

**Application**

**Ethernet Interface:**
- Channel: 1
- Data Rate: 10/100/1000M
- TX Port: Auto MDI/MDIX
- Transmission Mode: Half/Full Duplex
- Connector: RJ45
- Distance: 120 Meters Cat5/Cat6

**Physical**
- Dimensions: 4.5” x 2.5” x 1.0”
- Weight: 0.5 lb.

**Power**
- Power Adaptor: +5 VDC @ 0.5 Amp

Order Information

<table>
<thead>
<tr>
<th>Model</th>
<th>Descriptions</th>
</tr>
</thead>
<tbody>
<tr>
<td>HF160T</td>
<td>HDMI Video TX To TCP/IP LAN, Up To 16 Transmitter, +5 VDC</td>
</tr>
<tr>
<td>HF160R</td>
<td>LAN To HDMI Video RX, Over 200 Receivers</td>
</tr>
</tbody>
</table>

All statements, technical information and recommendations related to the products herein are based upon information believed to be reliable or accurate at the time of publication. However, the accuracy or completeness of the information given is not guaranteed and no responsibility is assumed for any inaccuracies. Please contact Vi-Link, Inc. for more information. Vi-Link, Inc. and Vi-Link Logo are trademarks of Vi-Link, Inc.